
 

 
New Bonneville  Monza Gas Cap Installation Instructions  

 
 
Tools needed; 
3/8” Drive Ratchet with Short Extension 
 
Parts Included; 
1 @ Cork Gasket 
1 @ Fiber Gasket 
1 @ Gas Tank Adapter Wrench 
1 @ Gas Tank Adapter 
1 @ Gas Cap Adapter Ring 
1 @ Monza Gas Cap 
 

 
 

 
1. Seat the Fiber Gasket inside the Monza Gas Cap 
 



 

 
 

2. Screw the Gas Cap Adapter Ring into the Monza Gas Cap with the milled groove facing upward, 
as shown below. 

 
 



 

 
 

3. Insert the Gas Tank Adapter into the Gas Cap from the top and seat the Cork Gasket onto the 
threads of the Gas Tank Adapter from below 

 

 
4. Screw assembled pieces into the gas tank 



 
 

 
 

5. Insert the Gas Tank Adapter Wrench into the Gas Tank Adapter 
 

 
 

6. Use the 3/8” Drive Ratchet with Short Extension to FULLY tighten the assembly. The orientation 
and tightness of the Monza Gas Cap is NOT important at this step. 

 



 

 
 

7. Using the palm of your hand, FULLY tighten the Monza Gas Cap onto the Gas Tank Adapter 
 

 
 

8. Using the Gas Tank Adapter Wrench, loosen the assembly, set the correct orientation and fully 
tighten as in step 6. 

 

 


